top 0.5"
covered by hanger bar

Quickscreen 3

NEW STYLE TELESCOPING HARDWARE
1 °
39" wide
Print Size: 40.125"w x 69"-94.625"h (max shown)

Final Size: 39.125"w x 68"-93.625"h (max shown)
Live Area: 63"-88.625" from top (max shown)
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minimum live area
63" The bottom 5" is hidden in the base of the stand.

Keep all critical artwork elements 6" from the bottom.
The top 0.5" is hidden by the hanger bar.

To determine the final size of a smaller height,
add 5" bleed to the desired graphic live area.
(A 63" viewable graphic will have a final size ot 68").

Diamond Finish has a maximum final height of 85";
please use appropriate template.

File Preparation Tips

» Design artwork to print size listed (which is final size + 1" bleed)
» Submit layered files in their native program

(Photoshop, lllustrator and InDesign are compatible programs)

» Supply all image links to ensure quality

| | » Keep resolution of images at a minimum 100 ppi

maximum live area (View document at print size to preview image quality)

83.625°" BI—EED AREA » Include fonts for any live text OR convert text to outlines

will be hidden in the stand

» Maintain a consistent colorspace in artwork anad links

» Keep Pantone colormatches indicated as spot colors

39.125" final width



top 0.5"
covered by hanger bar

Quickscreen 3
DIAMOND FINISH

NEW STYLE TELESCOPING HARDWARE
1] ¢
39" wide

Print Size: 40.125"w x 69"-86"h (max shown)

Final Size: 39.125"w x 68"-85"h (max shown)
Live Area: 63"-80" from top (max shown)
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The bottom 5" is hidden in the base of the stand.
Keep all critical artwork elements 6" from the bottom.
The top 0.5" is hidden by the hanger bar.

ninimum live area To determine the final size of a smaller height,
63" add 5" bleed to the desired graphic live area.
(A 63" viewable graphic will have a final size of 68").

Standard finishing has a maximum final height of 93.625";
please use appropriate template.

File Preparation Tips

» Design artwork to print size listed (which is tinal size + 1" bleed)
» Submit layered files in their native program
(Photoshop, lllustrator and InDesign are compatible programs)

» Supply all image links to ensure quality
maximum live area

80"

» Keep resolution of images at a minimum 100 ppi
(View document at print size to preview image quality)

BLEED AREA » Include fonts tor any live text OR convert text to outlines

will be hidden in the stand

» Maintain a consistent colorspace in artwork and links
» Keep Pantone colormatches indicated as spot colors

39.125" final width



